2010 Tricar parameter and quotations
Low Cost models for 2010

(ideal for developing nations) 
	NO
	Model
	Maim parameter
	Price
	Photo

	1. 
	MD150ZK


	LxWxH: 2640 x1175 x1630
Track: 2050   Wheelbase: 1300
Engine type: ZS162MJ/ZS162MK
water-cooled single engine
Displacement: 149.4ml/173.6ml

Min ratio oil consumption: (g/(Kw·h)):354

Complete vehicle kerb mass: 480 kg
Grade ability: 11°
Person quantity: 
Steering-wheel middle: Three person

Steering-wheel aside: Four person
	Steering-wheel middle
USD2,150/unit  FOB Qingdao
Steering-wheel  aside
USD2,250/unit FOB Qingdao

8 units/40HQ
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	2. 
	DH175ZK
	LxWxH: 3200 x1620 x 1600
Track: 1210   Wheelbase: 1190

Engine type: ZS162MK

Displacement: 173.6ml

Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 660 kg
Grade ability: 11°

Person quantity( include driver ): 

Four person
	USD2,550/unit FOB Qingdao
8units/40HQ
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	3. 
	MD175ZK
	LxWxH: 2900 x1420 x1620
Engine type: ZS162MJ

Displacement: 149.4ml

Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 550 kg
Grade ability: 10°

Person   quantity( include driver ): 

Four person
	USD2500/unit FOB Qingdao
8units/40HQ
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	4. 
	DH650ZK
	LxWxH: 3450 x1820 x1750
Track: 1280   Wheelbase; 2330

Engine type: LJ276M
Displacement: 644ml
Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 780 kg
Grade ability: 11°

Person   quantity( include driver ): 

Six person
	USD3,400/unit FOB Qingdao
4 units/45HQ
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	5. 
	MD200ZH
	LxWxH: 3540 x1370 x 1830
Engine type: ZS162MJ/ZS162MK

Displacement: 149.4ml/173.6ml

Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 620 kg
Grade ability: 10°

Person   quantity( include driver ): 

Two person
	USD2,580/unit FOB Qingdao
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	6. 
	DH650ZH
	LxWxH: 3760 x1470 x1810
Track: 1200   Wheelbase: 2330

Engine type: LJ276M
Displacement: 644ml
Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 730 kg
Grade ability: 11°

Person   quantity( include driver ): 

Two person
	USD2,950/unit FOB Qingdao
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	7. 
	MD800ZH-5
	LxWxH: 4210 x1540 x 1870
Track: 1300   Wheelbase: 2450

Engine type: LJ462MW

Displacement: 797ml
Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 990kg
Grade ability: 11°

Person quantity( include driver ): 2
	USD3,150/unit FOB Qingdao
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	8. 
	DH800ZH
	LxWxH: 4690 x 1670 x 1880

Track: 1330   Wheelbase: 3030

Engine type: LJ462MW

Displacement: 797ml
Min ratio oil consumption (g/(Kw·h)):354
Complete vehicle kerb mass: 990kg
Grade ability: 11°

Person   quantity( include driver ): 

Two person
	USD3,350/unit FOB Qingdao
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